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Rugénizavitniky
metricky 1ISO-zavitDIN 13

1ISO 529 FormaC/35°RSP HSS-G Tolerance ISO2/6H M
Jmenovity rozmér L1 L2 D2 [ obj.c.
D
M 2.5 x0.45 445 9.5 2.80 2.24 80722
M 2.6 x0.45 445 9.5 2.90 2.24 80724
M 3x0.5 48.0 11.0 3.15 2.50 80726
M 4x0.7 53.0 13.0 4.00 3.15 80730
M 5x0.8 58.0 16.0 5.00 4.00 80734
M 6x1.0 66.0 19.0 6.30 5.00 80738
M 8x1.25 72.0 22.0 8.00 6.30 80742
M 10x1.5 80.0 24.0 10.00 8.00 80746
M 12 x1.75 89.0 29.0 9.00 7.10 80750
M 14 x2.0 95.0 30.0 11.20 9.00 80754
M 16 x2.0 102.0 32.0 12.50 10.00 80758
M 18 x2.5 110.0 37.0 14.00 11.20 80762
M 20x2.5 112.0 37.0 14.00 11.20 80766
M 22 x2.5 118.0 38.0 16.00 12.50 80770
M 24 x3.0 130.0 45.0 18.00 14.00 80774
M 27 x3.0 135.0 45.0 20.00 16.00 80776
M 30x3.5 138.0 48.0 20.00 16.00 80778

Pouziti:
provseobecné nasazeni

- dobre obrobitelné materialy do 900 N/mm?
- nelegované anizkolegované oceli

- pro pruchozi diry

- prorucni astrojninasazeni
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