Strojnizavitniky, /evy chod
metricky 1SO-zavitDIN 13

Mf

DIN374 FormaC/35°SP HSS-E TolerancelSO2/6H
Jmenovity rozmér L1 L2 D2 = obj.C.
D
M 3x0.35 56 5 22 - 34901
M 4x0.35 63 5 2.8 2.1 34902
M 4x0.5 63 5 2.8 2.1 34903
M 5x0.5 70 5 3.5 2.7 34904
M 5x0.75 70 8 3.5 2.7 34905
M 6x0.5 80 5 4.5 3.4 34906
M 6x0.75 80 8 4.5 3.4 34907
M 7x0.75 80 8 5.5 4.3 34908
M 8x0.5 80 8 6.0 4.9 34909
M 8x0.75 80 8 6.0 4.9 34910
M 8x1.0 90 10 6.0 4.9 34911
M 9x0.75 80 10 7.0 5.5 34912
M 9x1.0 90 10 7.0 5.5 34913
M 10 x 0.75 90 10 7.0 5.5 34914
M 10x 1.0 90 10 7.0 5.5 34915
M 10 x 1.25 100 16 7.0 5.5 34916
M 11x1.0 90 11 8.0 6.2 34917
M 11 x1.25 90 14 8.0 6.2 34918
M 12 x0.75 100 10 9.0 7.0 34919
M 12 x 1.0 100 11 9.0 7.0 34920
M 12x1.25 100 15 9.0 7.0 34921
M 12x 1.5 100 15 9.0 7.0 34922
M 13 x1.0 100 11 11.0 9.0 34923
M 13 x 1.5 100 15 11.0 9.0 34924
M 14 x 0.75 100 10 11.0 9.0 34925
M 14 x 1.0 100 11 11.0 9.0 34926
M 14 x 1.25 100 15 11.0 9.0 34927
M 14 x 1.5 100 15 11.0 9.0 34928
M 15x 1.0 100 12 12.0 9.0 34929
M 15x 1.5 100 15 12.0 9.0 34930
M 16 x 1.0 100 12 12.0 9.0 34931
M 16 x 1.25 100 15 12.0 9.0 34932
M 16 x 1.5 100 15 12.0 9.0 34933
M 18 x 1.0 110 13 14.0 11.0 34934
M 18 x 1.25 110 15 14.0 11.0 34935
M 18 x1.5 110 17 14.0 11.0 34936
M 18 x 2.0 125 20 14.0 11.0 34937

>
Pouziti:
provseobecné nasazeni

- dobre obrobitelné materialy do 900 N/mm?
-nelegované anizkolegované oceli
-proslepédiry
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THREADING SOLUTIONS @ & &

Strojnizavitniky, levy chod
metricky 1ISO-zavitDIN 13

DIN374 FormaC/35°SP HSS-E TolerancelSO2/6H M f
Jmenovity rozmér L1 L2 D2 fraf obj.C.
D
M 20x 1.0 125 14 16.0 12.0 34938
M 20 x 1.25 125 17 16.0 12.0 34939
M 20x 1.5 125 17 16.0 12.0 34940
M 20 x 2.0 140 20 16.0 12.0 34941
M 21x15 125 17 16.0 12.0 34942
M 22 x 1.0 125 14 18.0 14.5 34943
M 22 x1.25 125 17 18.0 14.5 34944
M 22 x 1.5 125 17 18.0 14.5 34945
M 22 x2.0 140 20 18.0 14.5 34946
M 23 x 1.5 125 17 18.0 14.5 34947
M 24 x1.0 140 15 18.0 14.5 34948
M 24 x 1.25 140 17 18.0 14.5 34949
M 24 x15 140 20 18.0 14.5 34950
M 24 x 2.0 140 20 18.0 14.5 34951
M 25x1.0 140 15 18.0 14.5 34952
M 25x 1.5 140 20 18.0 14.5 34953
M 26 x1.0 140 15 18.0 14.5 3495X
M 26 x 1.5 140 20 18.0 14.5 34954
M 26 x 2.0 140 20 18.0 14.5 34955
M 27 x 1.0 140 15 20.0 16.0 34900
M 27 x1.5 140 20 20.0 16.0 34956
M 27 x 2.0 140 20 20.0 16.0 34957
M 28 x 1.0 140 15 20.0 16.0 34958
M 28 x 1.5 140 20 20.0 16.0 34959
M 28 x 2.0 140 20 20.0 16.0 34960
M 29 x1.5 150 22 22.0 18.0 34961
M 30x1.0 150 17 22.0 18.0 34962
M 30 x 1.5 150 22 22.0 18.0 34963
M 30 x2.0 150 22 22.0 18.0 34964
M 30x25 180 27 22.0 18.0 3496X
M 30 x 3.0 180 30 22.0 18.0 34965
M 32x1.5 150 22 22.0 18.0 34966
M 32x20 150 22 22.0 18.0 34967
M 32 x 3.0 180 30 22.0 18.0 34992
M 33 x 1.5 160 24 25.0 20.0 34993
M 33 x2.0 160 24 25.0 20.0 34968
M 33 x 3.0 180 30 25.0 20.0 34969

>
Pouziti:
provseobecné nasazeni

- dobre obrobitelné materialy do 900 N/mm?
-nelegované anizkolegované oceli
-proslepédiry
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Strojnizavitniky, /evy chod
metricky 1SO-zavitDIN 13

Mf

DIN 374 FormaC/35°SP HSS-E TolerancelSO2/6H
Jmenovity rozmér L1 L2 D2 = obj.C.
D
M 34x1.5 170 24 28.0 220 34970
M 34 x 2.0 170 24 28.0 22.0 34971
M 35x1.5 170 24 28.0 22.0 34972
M 36 x1.5 170 24 28.0 22.0 34973
M 36 x 2.0 170 24 28.0 22.0 34974
M 36 x 3.0 200 30 28.0 22.0 34975
M 38x1.5 170 24 28.0 22.0 34976
M 39x1.5 170 25 32.0 24.0 34977
M 39 x2.0 170 25 32.0 24.0 34978
M 39 x 3.0 200 30 32.0 24.0 34979
M 40x1.5 170 25 32.0 24.0 34980
M 40 x 2.0 170 25 32.0 24.0 34981
M 40 x 3.0 200 30 32.0 24.0 34982
M 42x1.5 170 25 32.0 24.0 34983
M 42 x 2.0 170 25 32.0 24.0 34984
M 42 x 3.0 200 30 32.0 24.0 34985
M 45x1.5 180 27 36.0 29.0 34986
M 45 x 2.0 180 27 36.0 29.0 34987
M 45 x 3.0 200 30 36.0 29.0 34988
M 48 x1.5 190 27 36.0 29.0 34989
M 48 x 2.0 190 27 36.0 29.0 34990
M 48 x 3.0 225 33 36.0 29.0 34991
M 50x 1.5 190 27 36.0 29.0 34994
M 50 x 2.0 190 27 36.0 29.0 34995
M 50 x 3.0 225 33 36.0 29.0 34996
M 52 x1.5 190 27 40.0 32.0 34997
M 52 x 2.0 190 27 40.0 32.0 34998
M 52 x 3.0 225 33 40.0 32.0 34999

Pouziti:

provseobecné nasazeni

- dobre obrobitelné materialy do 900 N/mm?
-nelegované anizkolegované oceli
-proslepédiry
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