
2

70

Steel

< 1000 Mpa

Stainless
steel

< 850 Mpa

Cast

iron
Al/alloy Cu/alloy Plastics

Ti/alloy

< 850 Mpa

Výhrubníky šroubovité tříbřité s válcovou stopkou

Core drills with three flutes and straight shank

Aufbohrer mit Zylinderschaft, dreischneidig

ČSN 221480

Material

INFO: page 124

Objednací číslo
Order No.
Bezeichnung Nr.

ØD
mm

L
mm

l
mm

B800480F000S 4,8 86 52 3 0,011
B800500F000S 5 86 52 3 0,013
B800501F000S 5 H11 86 52 3 0,013
B800580F000S 5,80 93 57 3 0,017
B800600F000S 6 93 57 3 0,020
B800601F000S 6 H11 93 57 3 0,020
B800680F000S 6,80 109 69 3 0,022
B800700F000S 7 109 69 3 0,026
B800701F000S 7 H11 109 69 3 0,026
B800780F000S 7,80 117 75 3 0,032
B800800F000S 8 117 75 3 0,037
B800801F000S 8 H11 117 75 3 0,037
B800880F000S 8,80 125 81 3 0,050
B800900F000S 9 125 81 3 0,056
B800901F000S 9 H11 125 81 3 0,056
B800980F000S 9,80 133 87 3 0,066
B801000F000S 10 133 87 3 0,071
B801001F000S 10 H11 133 87 3 0,071

Objednací číslo
Order No.
Bezeichnung Nr.

ØD
mm

L
mm

l
mm

B801075F000S 10,75 142 94 3 0,079
B801100F000S 11 142 94 3 0,084
B801101F000S 11 H11 142 94 3 0,084
B801175F000S 11,75 142 94 3 0,095
B801200F000S 12 151 101 3 0,104
B801201F000S 12 H11 151 101 3 0,104
B801275F000S 12,75 151 101 3 0,115
B801300F000S 13 151 101 3 0,120
B801301F000S 13 H11 151 101 3 0,120
B801375F000S 13,75 160 108 3 0,139
B801400F000S 14 160 108 3 0,144
B801401F000S 14 H11 160 108 3 0,144
B801475F000S 14,75 169 114 3 0,169
B801500F000S 15 169 114 3 0,174
B801501F000S 15 H11 169 114 3 0,174
B801575F000S 15,75 178 120 3 0,199
B801600F000S 16 178 120 3 0,204
B801601F000S 16 H11 178 120 3 0,204


