Sadové zavitniky

americky hrubyzavity ANSIB 1.1

~ DIN 352 HSS-G Tolerance 2B
Jmenovityrozmér L1 L2 D2 = obj.¢.
D
Nr. 1x6432 10 25 21 21 23301
Nr. 2x5636 11 2.8 21 21 23302
Nr. 3 x4836 11 2.8 21 21 23303
Nr. 4 x4040 12 3.5 27 27 23304
Nr.  5x4040 12 3.5 27 27 23305
Nr. 6x3245 14 4.0 3.0 3.0 23306
Nr. 8 x3245 14 45 34 34 23308
Nr. 10 x 2450 16 6.0 49 49 23310
Nr. 12 x 2450 18 6.0 49 49 23312
1/4 x 20 50 19 6.0 49 23314
5/16 x 18 56 22 6.0 4.9 23316
3/8 x 16 70 24 7.0 585 23318
7/16 x 14 70 24 8.0 6.2 23320
1/2x 13 75 29 9.0 7.0 23322
9/16 x 12 80 30 11.0 9.0 23324
5/8 x 11 80 32 12.0 9.0 23326
3/4x 10 95 40 14.0 11.0 23330
7/8x 9 100 40 18.0 14.5 23334
1"x 8 110 50 18.0 14.5 23338
1.1/8x 7 132 56 22.0 18.0 23342
1.1/4x 7 132 56 22.0 18.0 23346
1.3/8x 6 150 63 28.0 22.0 23350
1.1/2x 6 150 63 32.0 24.0 23354
1.5/8x 5 160 70 32.0 24.0 23358
1.3/4x 5 160 70 36.0 29.0 23362
1.7/18 x 4.1/2 190 80 36.0 29.0 23366
2" x4.1/2 190 80 40.0 32.0 23370
Pouziti:
provseobecné nasazeni

- dobre obrobitelné materialy do 900 N/mm?
-nelegované anizkolegované oceli

- pro priichozi aslepé diry

- pro ru€ni pouziti

Priklad objednavky:

UNC 1/4 = 23314

UNC 1/4,¢.1 = 23314-1
UNC 1/4,¢.2 = 23314-2
UNC 1/4,¢.3 = 23314-3
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